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International Production Cost Comparison 2010
Cost Factors – Spinning, Drawtexturing, Weaving, Knitting

	India
	2008 
	2010 

	Cost of electric power (per kwh) in Indian Rupee
	4.4
	

	Depreciation period for buildings (years)
	10
	

	Capital interest rate (%)
	7.2
	


International Production Cost Comparison 2010
Cost Factors – Spinning (Ring and Rotor)
(amounts in Indian Rupee)

	India
	2008 
	2010 

	Hourly wage for skilled personnel   
	46.5
	

	Hourly wage for machine tenders   
	30.0
	

	Hourly wage for unskilled personnel   
	25.5
	

	Operating hours (per year)
	8,400
	

	Cost of buildings (per m2)   
	7,250
	

	Depreciation period for machinery (years)
	10
	

	Depreciation period for accessories (years)
	5
	

	Customs, sales tax, etc. (% of machine price)
	21
	


Yarn Data
Ring Spinning
Raw material
-
100% cotton



Staple length
-
1-1/8"



Yarn count
-
Ne 30 combed


Rotor Spinning
Raw Material
-
100% cotton



Staple length
-
1-1/16”



Yarn Count
-
Ne 20 carded

International Production Cost Comparison 2010
Cost Factors – Drawtexturing
(amounts in Indian Rupee)

	India
	2008 
	2010 

	Hourly wage for skilled personnel   
	79
	

	Hourly wage for machine tenders   
	29
	

	Hourly wage for unskilled personnel   
	21.5
	

	Operating hours (per year)
	8,300
	

	Cost of buildings (per m2)   
	8,800
	

	Depreciation period for machinery (years)
	10
	

	Depreciation period for accessories (years)
	6
	

	Customs, sales tax, etc. (% of machine price)
	21
	


Raw Material Costs

	India
	2008 
	2010 

	Polyester POY 75 den (per kg)  Indian Rupee
	70
	


Yarn Data
Raw material
-
100% Polyester POY


Yarn count
-
75 f 72 den

International Production Cost Comparison 2010
Cost Factors – Weaving
(amounts in Indian Rupee)

	India
	2008 
	2010 

	Hourly wage for skilled personnel  
	57.5
	

	Hourly wage for machine tenders  
	44
	

	Hourly wage for unskilled personnel  
	36
	

	Operating hours (per year)
	8,400
	

	Cost of water (per m3)  
	13
	

	Cost of steam (per lb. Yarn)  
	3.6
	

	Sizing cost (per lb. yarn)  
	13.0
	

	Cost of heating oil (per kg) or gas (per cu. ft.)  
	26(oil)
	

	Cost of buildings (per m2)  
	7,300
	

	Building space (m2)
- L5500
- G6500
	1,25,300
	

	Depreciation period for machinery (years)
	10
	

	Depreciation period for accessories (years)
	5
	

	Customs, sales tax, etc. (% of machine price)
	20.0
	



Fabric Data I
Fabric Data II

Cloth type
Print cloth
textured fabric

Construction
70/70 threads per inch
96.5/78.7 threads/inch

Yarn type
100% cotton
PES filament/textured

Yarn count
Ne 20 warp & weft
75 f 72 den (India: 85 f 72den)

Grey width
66 inch
69.7 inches

Grey weight
174.6g per yard
96.5g per yard

International Production Cost Comparison 2010
Cost Factors – Circular Knitting
(amounts in Indian Rupee)

	India
	2008 
	2010 

	Hourly wage for skilled personnel   
	44
	

	Hourly wage for machine tenders   
	34
	

	Hourly wage for unskilled personnel   
	28.5
	

	Operating hours (per year)
	8,400
	

	Cost of buildings (per m2)   
	7,400
	

	Depreciation period for machinery (years)
	10
	

	Depreciation period for accessories (years)
	6
	

	Customs, sales tax, etc. (% of machine price)
	22
	


Fabric Data I
Construction
-
Lapique

Yarn type
-
100% cotton


Yarn count
-
Ne 20


Unfinished width (open)
-
224 cm


Cloth weight
-
160 g/sm

Fabric Data II
Construction
-
Single Jersey

Yarn type
-
100% cotton


Yarn count
-
Ne 30


Unfinished width (open)
-
192 cm


Cloth weight
-
120 g/sm

Fabric Data III
Construction
-
Interlock

Yarn type
-
100% PES


Yarn count
-
75 f 72 den (India: 85 f 72 den)


Unfinished width (open)
-
190 cm


Cloth weight
-
110 g/sm
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